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The Bluewater line of curved windshields provides 
the boat designer the ability to create unique boat styles 
which are critically important in today’s marketplace.  
Every windshield is custom designed to fit the customer’s 
deck, satisfying even the most difficult requirements.  
Unlike standard windshields, an American Marine custom 
windshield will enhance and complement the styling and 
functionality of the boat, setting it apart from the others.  
Existing boat models can be more economically converted 
to curved windshields using the custom windshield 
approach rather than retooling the deck to fit a standard 
windshield.

The framing system of the American Marine curved windshield is fully welded, which 
provides strength and durability not found in mechanically framed windshields. This 
construction technique allows for the use of front opening vents or side wing vents not 
available in many curved windshields. Boats designed for use in temperate climates can 
thus have the advantage of opening vents to increase cockpit air flow.

GLAZING

All welded windshield frames will accept either 3/16” or 1/4” 
thick glass.  Large or forward-facing sections are glazed with    
1/4” glass, while smaller sections utilize 3/16”.  In addition to 
the standard tempered safety glass, acrylic may be specified. 
Curved sections are typically glazed with acrylics.  Optional bent 
tempered safety glass may be specified for frames of constant 
radius.

DECK  ATTACHMENT

Curved windshields incorporate a screw channel in the sill, 
providing for fast and secure mounting from above the deck 
with screws.  The channels are then closed with a vinyl cover to 
protect the fasteners and provide a finished look.

WIRE  CHANNELS

American Marine has several optional headers which incorporate 
a wire channel for use in routing wires across the top of the frame 
to wiper motors and running lights.  Wire channels can also be 

placed in the vertical posts for best wire feed location from below 
the deck.  These channels are closed with a flush vinyl cover 
providing a neat finished look to the installation.

OPENING  VENTS

Top hinged opening front vents or push-out side vents are 
available in both the curved and the conventional windshield 
lines.  Vents may be actuated with manual adjusters or with an 
electric actuator.

HANDRAILS

Solid 1” diameter aluminum handrails may be attached to the top 
of the wings to provide a secure handhold when moving about the 
boat.  When long wings are required, handrails also improve wing  
stiffness.  Handrails are normally mounted on the outside of the 
wing, but may also be mounted inside as cockpit hand-grabs.

There are many windshield options to choose from  .  .  .  .
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Windshields
The conventional Bluewater welded windshield is 
appropriate for traditional boats requiring economical 
protection from wind and water. This line of custom 
designed windshields provides great adaptability to 
deck configurations which exhibit crown, camber or 
pitch in the side coaming. The aluminum extrusions 
utilized in the frames are generally heavier than most 
and are fully welded in the corners to provide great 
strength and durability, which means greater value 
to both the boat builder and the boat owner.

The standard 3/4” thick American Marine framing 
system is supported by several types of headbars, sills, posts, hinges and mullions to satisfy every possible design 

requirement. Opening front vents, push-out side vents, handrails, 
and wire channels are available.

The American Marine windshield framing system is exceptionally 
versatile. Some of the many designs found in use today include 
3 section center console windshields with handrails, 4 section 
cockpit and cuddy cabin windshields, 5 section windshields with 
center front vents, and multi-section flybridge windscreens for 
larger yachts. The possibilities are limited only by the designer’s 
imagination.

Some Common Windshield Configurations  .  .  .
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